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Computer, mobile phone, digital camera,  
VCR, flat panel display, apparatus and  
instrument,automotive electronics, etc..      

Property Data 
Typical Value 

Test Item 
Treatment 
Condition

Unit
IPC
Standard SF201 0512SE SF201 0518SR

A 0.5 1.0 0.9
Peel Strength (90 ) 288 ,5s

N/mm
0.5 1.0 0.9

MIT
Folding Endurance(MIT) 

R0.8 4.9N 
Times 

- 10000 10000 

Thermal Stress 
300 ,30s - -

No delamination No delamination
MD 0.1 0.1

Dimensional Stability TD
E-0.5/150 % 0.2

0.1 0.1

Chemical Resistance After Chemical 
Exposure

% 80 90 90

1MHz
Dielectric Constant(1MHz) 

C-24/23/50 - 4.0 3.2 3.2

1MHz
Dissipation Factor (1MHz) 

C-24/23/50 - 0.01 0.008 0.008

Volume Resistivity 
C-96/35/90 M -cm 106 4.5×108 5.0×108

Surface Resistance 
C-96/35/90 M 105 3.0×106 3.5×106

Explanations: C = Humidity conditioning; 
E = Temperature conditioning. 
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SF201
SF201    Single side adhesiveless flexible copper clad laminate ( 2-layer FCCL)   

SF201 05 12 S E
                        R – RA Copper Foil; E – ED Copper Foil 
                        S – Single Side 
                        Copper Foil Thickness: 12 - 12 m; 18 - 18 m
                        PI PI Film Thickness: 05 -12.5 m; 08 - 20 m
                        FCCL Shengyi Adhesiveless FCCL Designation 

Thickness ( m)

Specifications 
PI

PI film Copper Foil 
Copper Type 

SF201 0512SE 12.5 12 ED
SF201 0518SE 12.5 18 ED
SF201 0812SE 20 12 ED
SF201 0818SE 20 18 ED
SF201 0512SR 12.5 12 RA
SF201 0518SR 12.5 18 RA
SF201 0812SR 20 12 RA
SF201 0818SR 20 18 RA
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